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BULLETIN BV0825

FUGITIVE EMISSIONS
(API 641)

Compliant Ball Valves
IN STOCK



Description BV10 BV12 BVS2 BVSC BVS3

Size ¼” - 2” ¼” - 2” ¼” - 4” ¼” - 2” ¼” - 2”

Pressure 
Class 2000 WOG 2000 WOG 2160 WOG Class 900

(2160 WOG)
Class 1500

(3600 WOG)
End 

Connection NPT NPT FNPT or
MNPT x FNPT FNPT or Socket Weld1 FNPT or Socket Weld1

Port Size Double Reduced Double Reduced Full Full Full (¼”. ½”, ¾”, 1”, 1½”)
Reduced (⅜”, 1”, 2”)

Body/Trim
Material AISI 1017 / 316ss WCB / 316ss or

CF8M / 316ss
WCB / 316ss or
CF8M / 316ss

WCB / 316ss or
CF8M / 316ss

WCB / 316ss or
CF8M / 316ss

Seat 
Material R-PTFE R-PTFE R-PTFE

(Optional: PEEK)
R-PTFE

(Optional: PEEK)
Delrin AF

(Optional: PEEK)

Handle CS Latch Lock 304ss Latch Lock
(Optional: 304ss Locking 

Oval)

304ss Latch Lock
(Optional: 304ss Locking 

Oval)

304ss Latch Lock
(Optional: 304ss Locking Oval 

or Spring Return Handle)

304ss Latch Lock
(Optional: 304ss Locking 

Oval)

Features

•	 Unibody Design
•	 Live-Load Stem 

Packing
•	 NACE MR0175 

Compliant

•	 Unibody Design
•	 API 607 6th Edition 

Fire-safe
•	 NACE MR0175 

Compliant

•	 Seal Welded
•	 API 607 6th Edition 

Fire-Safe
•	 API 641 Fugitive 

Emissions Compliant 
•	 NACE MR0175 

Compliant
•	 ISO 5211 Mounting Pad

•	 Seal Welded
•	 ASME B16.34 Class 

900
•	 Fully Compliant to API 

608
•	 API 607 6th Edition 

Fire-Safe
•	 API 641 Fugitive 

Emissions Compliant
•	 NACE MR0175 

Compliant
•	 ISO 5211 Mounting Pad

•	 Seal Welded
•	 ASME B16.34 Class 

1500
•	 Fully Compliant to API 

608
•	 API 607 6th Edition 

Fire-Safe
•	 API 641 Fugitive 

Emissions Compliant
•	 NACE MR0175 

Compliant
•	 ISO 5211 Mounting Pad

Note(s): 1.	Seal Material Graphite 1.	Seal Material Graphite.
1.	PEEK Seats required 

for Socket Weld Ends.
2.	Seal Material Graphite.

1.	PEEK Seats required 
for Socket Weld Ends.

2.	Seal Material Graphite.

ASME (A 351, CF8M) Pressure Temperature Ratings (PSIG) (Standard Seats)
100°F 2000 PSI 2000 PSI 2160 PSI (¼” - 2”) 2160 PSI 3600 PSI
200°F 1400 PSI 1500 PSI 1600 PSI (¼” - 2”) 1633 PSI [Max 185°F = 2000 PSI]
300°F 900 PSI 1000 PSI 1040 PSI (¼” - 2”) 1105 PSI Not Rated
350°F 600 PSI 725 PSI 760 PSI 841 PSI Not Rated
400°F 300 PSI 600 PSI 480 PSI 578 PSI Not Rated
450°F 50 PSI 300 PSI 200 PSI 314 PSI Not Rated
500°F Not Rated 50 PSI Not Rated 50 PSI Not Rated
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Description BVS6 BVS10 BVG3 BVG10 BVF1

Size ¼” - 2” ¼” - ½” ½” - 2” ½” ½” - 6”

Pressure 
Rating

Class 2500
(6000 WOG)

Class 4500
(10,800 WOG)

Class 1500
(3600 WOG)

Class 4500
(10,800 WOG)

Class 150 &
Class 300

End 
Connection FNPT or Socket Weld FNPT or Socket Weld MNPT x FNPT MNPT x FNPT RF Flange

Port Size Full (¼”. ½”, ¾”, 1”, 1½”)
Reduced (⅜”, 1”, 2”)

Full (¼”, ⅜” )
Reduced (½”)

Full (½”)
Reduced Reduced Reduced

Body/Trim
Material

WCB / 316ss or
CF8M / 316ss

WCB / 316ss or
CF8M / 316ss

WCB / 316ss or
CF8M / 316ss

WCB / 316ss or
CF8M / 316ss

WCB / 316ss or
CF8M / 316ss

Seat 
Material PEEK PEEK PEEK PEEK R-PTFE

(Optional: PEEK)

Handle
304ss Latch Lock

(Optional: 304ss Locking 
Oval)

304ss Latch Lock
(Optional: 304ss Locking 

Oval)

304ss Latch Lock 304ss Latch Lock
(Optional: 304ss Locking 

Oval)

304ss Latch Lock 
(½”-1”)

304ss Locking (1”-6”)
(Optional: 304ss Locking Oval 

for ½”-1”)

Features

•	 Seal Welded
•	 ASME B16.34 Class 

2500
•	 Fully Compliant to API 

608
•	 API 607 6th Edition 

Fire-Safe
•	 NACE MR0175 

Compliant
•	 ISO 5211 Mounting Pad

•	 Seal Welded
•	 ASME B16.34 Class 

4500
•	 Fully Compliant to API 

608
•	 API 607 6th Edition 

Fire-Safe
•	 NACE MR0175 

Compliant
•	 ISO 5211 Mounting Pad

•	 Seal Welded
•	 ASME B16.34 Class 

1500
•	 Fully Compliant to API 

608
•	 Fully Complinat to API 

641 Fugitive Emissions
•	 API 607 6th Edition 

Fire-Safe
•	 NACE MR0175 

Compliant
•	 ISO 5211 Mounting Pad

•	 Seal Welded
•	 ASME B16.34 Class 

4500
•	 API 607 6th Edition 

Fire-Safe
•	 NACE MR0175 

Compliant
•	 ISO 5211 Mounting Pad

•	 Unibody Design
•	 ASME B16.34 

Compliant
•	 Fully Compliant to API 

608
•	 API 607 6th Edition 

Fire-Safe
•	 API 641 Fugitive 

Emissions Compliant
•	 NACE MR0175 

Compliant
•	 ISO 5211 Mounting Pad

Note(s): 1.	Seal Material Graphite. 1.	Seal Material Graphite. 1.	Seal Material Graphite. 1.	Seal Material Graphite. 1.	Seal Material Graphite.

ASME (A 351, CF8M) Pressure Temperature Ratings (PSIG) (Standard Seats)
150lb 300lb

100°F 6000 PSI 10800 PSI 3600 PSI 10800 PSI 275 PSI 720 PSI
200°F 5000 PSI 6500 PSI 3095 PSI 6500 PSI 235 PSI 620 PSI
300°F 4000 PSI 4000 PSI 2750 PSI 4000 PSI 215 PSI 560 PSI
350°F 3500 PSI 3200 PSI 2250 PSI 3200 PSI 205 PSI 537 PSI
400°F 3000 PSI 2800 PSI 1550 PSI 2800 PSI 195 PSI 515 PSI
450°F 1000 PSI 1300 PSI 1000 PSI 1300 PSI 182 PSI 298 PSI
500°F 200 PSI 200 PSI 200 PSI 200 PSI 50 PSI 50 PSI
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Description BVF2 BVF3 BVM2 BVSO BVM3

Size ½” - 8” (Class 150,300)
1½” - 4”, 6” (Class 600)

1½” - 4” ¼” - 1” 1½” - 2” ¼” - 2½”

Pressure 
Rating

Class 150, Class 300,
Class 600 Class 150 3000 WOG 3000 WOG Class 800

(1920 WOG)
End 

Connection
Class 150 & 300 RF Flange

Class 600 RF and RTJ Class 150 RF Flange NPT NPT NPT or 
Socket Weld1

Port Size
Full (Class 150, 300)

Full (1½”, 2”, 3”, 4”)
Reduced (6”) (Class 600)

Full Full & Reduced Full Full & Reduced

Body/Trim
Material

WCB / 316ss or
CF8M / 316ss

WCB / 316ss or
CF8M / 316ss

WCB / 316ss or
CF8M / 316ss

WCB / 316ss or
CF8M / 316ss

WCB / 316ss or
CF8M / 316ss

Seat 
Material

R-PTFE
(Optional: PEEK) PTFE R-PTFE

(Optional: PEEK) Delrin AF R-PTFE
(Optional: PEEK)

Handle

Class 150, 300
304ss Latch Lock (½”-1”)

304ss Locking (1”-6”)
Bare Stem (8”)

(Optional: 304ss Locking Oval for ½”-1”)

Class 600
304ss Latch Lock (1”)

304ss Locking (1½”-6”)
(Optional: 304ss Locking Oval for 1”)

304ss Locking

CS Locking on WCB
304ss Locking on 

CF8M 
(Optional: 304ss Locking 

Oval)

304ss Latch Lock 304ss Latch Lock
(Optional: 304ss Locking Oval)

Features

•	 2-Piece Bolted Body
•	 ASME B16.34 Compliant
•	 Fully Compliant to API 608
•	 API 607 6th Edition Fire-Safe
•	 API 641 Fugitive Emissions 

Compliant
•	 NACE MR0175 Compliant
•	 ISO 5211 Mounting Pad

•	 2-Piece Bolted Body
•	 Wall Thickness, 

Testing, Bolting 
& Stress Levels 
Comply with ASME 
B16.34

•	 NACE MR0175 
Compliant

•	 2-Piece, 4 Bolt 
Design

•	 API 607 6th Edition 
Fire-Safe

•	 NACE MR0175 
Compliant

•	 Seal Welded
•	 API 607 6th Edition 

Fire-Safe
•	 NACE MR0175 

Compliant
•	 ISO 5211 Mounting 

Pad

•	 3-Piece Maintenance Design
•	 ASME B16.34 Class 800
•	 Fully Compliant to API 608
•	 API 607 6th Edition Fire-Safe
•	 API 641 Fugitive Emissions 

Compliant
•	 NACE MR0175 Compliant
•	 ISO 5211 Mounting Pad

Note(s): 1.	Seal Material Graphite. 1.	Seal Material 
Graphite.

1.	Seal Material 
Graphite.

1.	Seat Material Graphite.

ASME (A 351, CF8M) Pressure Temperature Ratings (PSIG) (Standard Seats)
150lb 300lb 600lb

100°F 275 PSI 720 PSI 1440 PSI 275 PSI 3000 PSI 3000 PSI 1920 PSI
200°F 235 PSI 620 PSI 1100 PSI 235 PSI 1650 PSI [Max 185°F = 2000 PSI] 1654 PSI
300°F 215 PSI 560 PSI 900 PSI 215 PSI 1050 PSI Not Rated 1217 PSI
350°F 205 PSI 537 PSI 800 PSI 205 PSI 760 PSI Not Rated 925 PSI
400°F 195 PSI 515 PSI 515 PSI 195 PSI 500 PSI Not Rated 633 PSI
450°F 182 PSI 298 PSI 298 PSI 100 PSI 260 PSI Not Rated 342 PSI
500°F 50 PSI 50 PSI 50 PSI 0 PSI 50 PSI Not Rated 50 PSI
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Description Gear Operators (GO) Double Acting Actuators (DA) Spring Return Actuators (SR)

Features

•	 1,000 to 18,000 in-lb Models
•	 ISO Mounting Patterns
•	 Standard ISO Actuator 
•	 Weatherproof Design with 

External Lubrication Fitting
•	 External Failure Upon Over-

torque

•	 125 to 11,000 in-lb Models
•	 ISO 5211 Mounting Patterns
•	 NAMUR Solenoid and Topworks 

Mounting Patterns
•	 Dual Positions Limit Stops
•	 Stainless Steel Fasteners
•	 Epoxy Coated End Caps
•	 Hard Anodized Body
•	 Standard Position Indicator
•	 Internally Retained Output Shaft
•	 “Double Square” Output Shaft 

Broaching

•	 250 to 7,000 in-lb Models
•	 ISO 5211 Mounting Patterns
•	 NAMUR Solenoid and Topworks 

Mounting Patterns
•	 Dual Positions Limit Stops
•	 Stainless Steel Fasteners
•	 Epoxy Coated End Caps
•	 Hard Anodized Body
•	 Encapsulated Spring 

Assemblies
•	 Standard Position Indicator
•	 Internally Retained Output Shaft
•	 “Double Square” Output Shaft 

Broaching

Description Mounting Hardware Limit Switch (LS) Solenoids (SOL)

Features

•	 Stainless Steel Brackets with 
Notched Cut-out for Easy 
Access to Valve Packing Nut

•	 Stainless Steel Couplers
•	 Stainless Steel Fasteners 
•	 Complete ISO 5211 Mounting

•	 Visual Position Indicator
•	 Easy Adjustment of Cam Position
•	 Eight (8) Contacts of Terminal 

Ports
•	 ½” Dual Conduit Entries
•	 NAMUR Mounting Capabilities
•	 Standard IP67 Enclosure 16 Amp 

115VAC Rated Switches
•	 Two (2) SPDT Switches

•	 NAMUR Mounting Capabilities
•	 Convertible from 3-way to 4-way 

for DA and SR
•	 Inlet and Exhaust - ¼ NPT
•	 Cylinder Ports - O-Ring Seal Per 

NAMUR Standard
•	 Standard NEMA 4
•	 UL Listed

Option(s):

1.	NEMA 4/4x (Standard)
2.	NEMA 4/4x, 7 & 9 (Explosion 

Proof)

1.	NEMA 4/4x (Standard)
2.	NEMA 4/4x, 7 & 9 (Explosion 

Proof)
3.	120VAC, 24VDC, & 24VAC Units 

Available
4.	CSA Listing
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Request for Quote
Valves & Pipeline Strainers

Headquarters

Louisiana

3400 Cleveland Street
P.O. Box 67

Skokie, IL. 60076
1-800-KECKLEY
(1-800-532-5539)

108 Bluffwood Drive
Broussard, LA. 70518

1-800-KECKLEY
(1-800-532-5539)

Email: SALES@KECKLEY.com

Other Products:
Y-Strainers, Basket Strainers, Duplex Strainers, Fabricated 
Strainers, Check Valves

Keckley Company has made a commitment to be the best, most reliable valve and strainer manufacturer 
in the industry. This dedication to quality and service started over 100 years ago.

Keckley Company, a family owned and operated business spanning over four generations, was 
established in 1914 . Our business strategy focused on the development of basic principles in customer 
service and product quality. Through the application of these ideals, Keckley established itself as a 
viable and reputable industrial manufacturing source.

About Us


