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PARTS LIST 

ITEM DESCRIPTION MATERIAL 
1 Body Carbon Steel (ASTM A 216 Gr. WCB) 
2 Tailpiece Carbon Steel (ASTM A 216 Gr. WCB) 
3 Ball Stainless Steel (ASTM A 276 Gr. 316) 
4 Stem Stainless Steel (ASTM A 276 Gr. 316) 
5 Seat (2) Delrin AF 
6 Thrust Washer Delrin AF 
7 Stem Packing Graphite 
8 Spring Washer Stainless Steel (304SS) 
9 Packing Gland Stainless Steel (ASTM A 276 Gr. 316) 

10 Lock Nut Stainless Steel (304SS) 
11 Handle Stainless Steel (300 Series SS) 
12 Grounding Pin Stainless Steel (316SS) 
13 Grounding Spring Stainless Steel (304SS) 
14 Nameplate Stainless Steel (304SS) 

Product Numbers† 

SIZE 
DIMENSIONS (in) ISO 

Pattern 
WEIGHT 

(lbs) 
A B C D E F G H J K L 

BVSOTHFCSAGSL-150 1-1/2 4.5 3.8 7.8 1.50 3.18 2.02 0.48 0.35 0.56 1.97 ¼”-20 UNC F05 6.7 
BVSOTHFCSAGSL-200 2 5.0 4.4 7.8 2.00 3.64 2.38 0.55 0.35 0.56 1.97 ¼”-20 UNC F05 11.1 

†See “Style BVSO Product Number Configuration” for additional options. 

BODY PRESSURE & TEMPERATURE RATINGS – NON SHOCK 
MEDIA 1½” to 2” 
W.O.G. 3000 PSI @ 100F 
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