| / i)y=iemy \ ITEM | DESCRIPTION MATERIAL AL 106610
;I K ) D } / 1 Body Stainless Steel (ASTM A 351 Gr. CF8M)
! N ' 2 Tailpiece Stainless Steel (ASTM A 351 Gr. CF8M)
j (apd-yaa 3 | Bal Stainless Steel (ASTM A 276 Gr. 316)
(Dia) (Lfa_) 4 Stem Stainless Steel (ASTM A 276 Gr. 316)
(3 Tapped Holes) A 5 Seat (2) Delrin AF
1% ‘ 6 | Thrust Washer Delrin AF
ANTI-STATIC 7 Stem Packing Graphite
DEVICE Aﬁ L 8 | Spring Washer Stainless Steel (304SS)
, Y L é 9 Packing Gland Stainless Steel (ASTM A 276 Gr. 316)
e el W * 10| Lock Nut Stainless Steel (304SS)
e G 5 11 Handle Stainless Steel (300 Series SS)
H— £ 12 | Grounding Pin Stainless Steel (316SS)
L r 13 | Grounding Spring | Stainless Steel (304SS)
= F 14 | Nameplate Stainless Steel (304SS)
SIZE DIMENSIONS (in) ISO WEIGHT
Pattern (Ibs)
Product Numberst A B C D E F G H J K L
A BVSOTHFCSAGSL-150 | 1-1/2 45 338 78 1.50 318 | 2.02 | 048 | 035 | 056 | 1.97 Yi"-20 UNC F05 6.7
BVSOTHFCSAGSL-200 2 5.0 44 78 2.00 364 | 238 | 055 | 035 | 056 | 1.97 i"-20 UNC F05 111

tSee “Style BVSO Product Number Configuration” for additional options.

DRAWING NO.
BODY PRESSURE & TEMPERATURE RATINGS - NON SHOCK
EOKECKLEY | . w0
W.0.G. 3000 PSI @ 100°F 3400 CLEVELAND SKOKIE ILLINOIS
DIMENSIONAL ASSEMBLY PARTNO.
Style BVSO NPT Ends SCALE: NTS
Seal Welded High Pressure Ball Valves DATE: 07/12/2021
MAT'L: (As Noted Above) REQ. --- DR.BY DSF




